
Pegasus Racing, Melges 32 —  
Eric Simonson Photo

Complementary Hardware



1

78

Details Make the Difference
Easy-Open Ball Bearing Cams
Multiple rows of high-load ball bearings reduce friction so cams open easily for  
snap-down, rather than draw-through cleating. 

The cam horns and smooth V-shape guide line for easy entry. This allows precise  
sail control without having to readjust the cleated line.  

The Teflon® surface of the aluminum Cam-Matic® improves the cleat’s fast line  
engagement. The Cam-Matic® is the only cleat that will engage under maximum  
line tension.

Protective Tooth Design
Rounded teeth hold securely by squeezing rather than cutting into line to reduce wear.

High-Wear or Lightweight Models
Aluminum Cam-Matics® are Hardkote-anodized for high-load, high-wear, continuous 
adjustment applications. Available in Micro, standard and Offshore sizes.

Lightweight fiber-reinforced Carbo-Cams® for racing where weight is critical, or where 
adjustments are less frequent. Available in Micro and standard sizes.

Long-Lasting Protection
Ball bearings and Carbo-Cams® UV-stabilized with carbon-black additive for  
maximum protection.

1.	Versatile Cam Shape
Cam design allows each line size  
to be held by the most teeth for 
superior holding power.

Perfect Sail Trim  
Every Time
Tired of banging on the mainsheet to uncleat, 
or watching the cleat let go at just the wrong 
moment? Harken® ball bearing cam cleats hold 
lines securely and release instantly for easy, 
precise trimming. With a downward flick of the 
wrist, the sheet snaps into the cam—and stays 
exactly where you want it. Pull up and the cleat 
immediately releases—even under the highest 
loads. Smooth teeth grip line of all sizes  
including the small diameter hard line  
preferred by racers.

Accessories include flairleads, fairleads, adapter 
plate, wedge kits, risers, bases and color-coded 
cam caps.

Ball Bearing Cam Cleats

DO NOT use Harken equipment for human suspension.
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Micro Standard Offshore

Ball Bearing Cam Cleats
New: 468, 471

Micro

Standard

Offshore
Cam-Matic®

Carbo-Cam®

Micro Kits
Part
No. Description Cam Wedge Fairlead

Weight Part 
No. Description Cam Wedge Fairlead

Weight
oz g oz g

472 Carbo-Cam®/wedge/wire fairlead 471 297 475 1.2 33 326 Carbo-Cam®/wire fairlead 365 — 298 2.00 54
469 Cam-Matic®/wire fairlead 468 — 475 1.2 33 327 Cam-Matic /wire fairlead 150 — 298 3.00 85
473 Carbo-Cam®/wire fairlead 471 — 475 0.9 26 458 Carbo-Cam®/X-Treme Angle Fairlead 365 — 380 2.00 54
474 Carbo-Cam®/X-Treme Angle Fairlead 471 — 476 1.7 47 459 Cam-Matic®/X-Treme Angle Fairlead 150 — 375 2.06 58
470 Cam-Matic®/X-Treme Angle Fairlead 468 — 476 1.9 55    

Standard Kits

*#10 (5 mm) FH fasteners    **#8 (4 mm) RH fasteners    ***1/4" (6 mm) FH fasteners    ****#10 (5 mm) TH fasteners

Part
No. Description

Height Length Width Weight
Line Ø 

min - max
Fastener 
spacing

Maximum 
working load

Breaking 
load

in mm in mm in mm oz g in mm in mm lb kg lb kg Pawls
150 Cam-Matic®* 13/16 30 29/16 65 11/4 32 2.50 71 1/8 - 1/2 3 - 12 11/2 38 300 136 750 340 Aluminum
280 Offshore Cam-Matic®*** 11/4 32 33/8 85 11/2 38 5.25 148 1/4 - 5/8 6 - 16 21/16 52 500 227 1000 454 Aluminum
468 Micro Cam-Matic®** 7/8 22 17/8 48 15/16 24 0.93 26 3/32 - 1/4 2 - 6 11/16 27 200 91 400 181 Aluminum
365 Carbo-Cam®* 13/32 28 29/16 65 11/4 32 1.44 42 1/8 - 3/8 3 - 10 11/2 38 200 91 500 227 Plastic carbon-matrix
412 Double Cam-Matic®**** 21/16 53 317/32 81 11/4 32 4.50 126 5/16 - 3/8 8 - 10 27/16 62 500 227 750 340 Aluminum
471 Micro Carbo-Cam®** 7/8 22 17/8 48 15/16 24 0.67 19 1/8 - 1/4 3 - 6 11/16 27 150 68 300 136 Plastic carbon-matrix

Cam Kits
New: 472, 473, 474, 469, 470

468 and 471: available January 2009

469, 470, 472, 473, 474: available January 2009
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Part
No.

Height 
above cam  Height Length  Width Weight

Fastener 
Spacing

Description in mm in mm in mm in mm oz g in mm Fits
Micro

281 Eyestrap 1/2 12 — — 17/16 36 7/16 11 .16 4.5 11/16 27 468/471
475 Wire fairlead — — 15/16 23 17/8 48 15/16 24 .29 8 11/16 27 468/471
293 Flat cam riser — — 5/8 16 17/8 48 15/16 24 .50 14 11/16 27 468/471
294 15° Angled micro cam riser — — 3/4 19 17/8 48 15/16 24 .75 21 11/16 27 468/471
297 Cam wedge kit — — — — 17/8 48 15/16 24 .16 5 11/16 27 468/471
476 X-Treme Angle Fairlead 7/8 22 17/16 37 15/16 33 2 51 1 29 11/16 27 468/471
424 Flairlead‡‡ 7/16 11 — — 15/8 41 5/8 16 .13 3.5 11/16 27 468/471

Standard
137 Eyestrap 3/4 19 — — 2 51 9/16 14 .32 9 11/2 38 150/365
145 Cam wedge kit — — — — 29/16 65 11/4 32 1.00 28 11/2 38 150/365
201 Low-profile eyestrap 3/8 10 — — 17/8 48 7/16 11 .16 4.5 11/2 38 150/365
295 Flat cam riser — — 1 28 29/16 65 11/4 32 1.50 38 11/2 38 150/365
296 15° Angled cam riser — — 1 25 29/16 65 11/4 32 1.25 35 11/2 38 150/365
298 Wire fairlead — — 11/4 32 29/16 65 11/4 32 .50 14 11/2 38 150/365
375 X-Treme Angle Fairlead‡ 15/16 24 21/4 57 113/16 46 29/16 65 1.92 56 11/2 38 150
380 X-Treme Angle Fairlead‡ 15/16 24 23/16 54 113/16 46 29/16 65 1.92 56 11/2 38 365
425 Flairlead‡‡ 5/8 16 — — 23/16 56 13/16 21 .25 7 11/2 38 150/365
431 Colored cam caps‡‡ blue/yellow/green/black/red 150/468/365/471
438 Cam adapter plate — — 9/16 14 3 76 17/16 36 2.50 71 11/2 38 150/365

Offshore
282 Large eyestrap 15/16 23 — — 213/16 71 3/4 19 .80 23 21/16 52 280
283 Offshore cam wedge kit — — — — 33/8 85 11/2 38 1.50 43 21/16 52 280

‡Max line Ø: 3/8" (10 mm)     ‡‡ Indicate color: BL (blue), Y (yellow), G (green), B (black), R (red)

Cam Cleat 
Accessories
New: 475, 476
Use these accessories to adapt our cleats for many 
applications, such as cleaning up your cockpit  
controls with color-coding or leading a line cleanly 
to a cleat.

Wire fairleads maintain a low profile while holding 
the line close to the cleat.

The X-Treme Angle Fairlead allows releasing and 
recleating at angles up to 90° to the cleat. This sets 
it apart from other fairleads where line uncleats at 
extreme angles, and can’t recleat without centering 
the line. The low-friction stainless bail provides a 
bulletproof turning point. Perfect for traveler and 
cabintop controls or deck cleats—a must for the 
new Laser® deck cleating system.

Low-profile top-mounted flairleads can also  
be used to guide lines. They feature stainless  
wearguards and are available in various colors  
for color-coding your cams. We offer a wide  
range of eyestraps to hold line at the cleat  
and to provide fair leads. 

Cleat and uncleat 
at angles up to  
90 degrees

Ideal for Laser® outhaul/ 
cunningham controls

Use with risers  
and angled wedges

Stainless steel loop 
provides low-friction 
turning post

Base plate  
ensures optimal  
cleating height

475 and 476: available January 2009
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